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Thank you for choosing #Zny 7one series GSM cell phone repeater.
/Iny Tone series repeater can amplify the signal for the mobile phone,
make you keep in touch with others freely even in the places with
very weak signal within GSM networks, such as hotel, office building,
underground areas and parking lot.

Please read through this instruction manual before using.
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B~ Summary

Mobile telecommunication develops fast, however, until now, there are
still many areas with weak signal or without signal within GSM networks.
While the cost of setting up base station of inside buildings or understand-
ground areas is high, and the base station devices and assemble tech-
nology are both much complicated, so it is necessary to choose an indoor
mini signal repeater as complementarity with low cost and easy installation.
It could maximally satisfy customers' requirement of the communication
service.

sInyTone series GSM cellular phone repeater is a very effective equ-
ipment that can fill up the covering shortage of the base station of GSM
mobile network, expand the cover range of the base station to ensure the
convenient communication. As per different demands, we develop a series
of repeaters, AT-400, AT-500, AT-600, AT-608, AT-700 and AT-800. Their
coverages are respectively 100m?, 300m2, 600m?, 800m? and 1200m?.
And we can manufacture ODM products following customer's requirement.

AT-700 and AT-800 mini indoor signal repeater have passed C€and RoHS
approvals. It is used to doubly amplify signals of downlink and uplink from
GSM base station, expand the coverage area of GSM base station.

B~ Features

1.The body of AT-700 and AT-800 adopt precise SAW (Surface Acoustic
Wave) and optimized linearity power amplification technology. It has
features of high gain, high out-band restraint, low noise, low spurious
signal, high linearity, high reliability, low interference and easy operation.

2. Advanced balance amplifier with nice linearity power reservation ensures
GSM signal amplifies without distortion, with low intermodulation.

3. Large dynamic range ALC (automatic level control), effectively prevents
strong signal and damaging device.

4. Low power wasted, low radiation, safety and dependability.

5. Adopt two ports full-duplex design, beautiful and practical, also easy to
install.

6. Multi-combination to expand coverage.

. The aluminum die-casting case provides the firm and stable motions.

8. LED lever meter displays the intensity of the forward signal. It enables
the user conveniently to tune the outdoor antenna direction during installation.

~
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H=="Technical Specification

AT-700 Specification
AT-700 Up link Down link
Frequency Range 890~915MHz 935~960MHz
Output Level 27dBm 27dBm
Gain 60dBm 70dBm
Pass Band Ripple <3dB <3dB
Group Delay 15us 1.5us
Out-band Spurious <-40dBm <-40dBm
Special Impedance 500
Input Voltage 110V-220V AC
Temperature Range -20C~+557C
Working Humidity 5%~95%
Radio Frequency N-50-K
Connector
Dimension 35cm(L)X16.5cm(W)X8cm(H)
AT-800 Specification
AT-800 Up link Down link
Frequency Range 890~915MHz 935~960MHz
Output Level 27dBm 30dBm
Gain 65dBm 75dBm
Pass Band Ripple <3dB <3dB
Group Delay 15us 15us
Out.-be.md Spurious <-40dBm <-40dBm
Emission
Special Impedance 500
Input Voltage 110V-220V AC
Temperature Range -20C~55TC
Working Humidity 5%~95%
S Feueny
Dimension

35cm(L)X16.5cm(W)X8cm(H)
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B~ Standard Accessories

B. Outdoor antenna (including 20 meter
standard cable for AT-800 or 10 meter
standard cable for AT-700, 13dBi high

A. AT-800 GSM signal booster

H~= Pictures of Structure

1. Indoor coverage is about 1000~2000 m? with simple building structure
for AT-800. Indoor coverage is about 800~1500 m? with simple building
structure for AT-700. Please install by the way as figure 1 shows.

( )

'
Outdoor antenna

gain Yagi antenna)

C. 2.5dBi indoor omnidirectional antenna D. 5 meter standard cable for indoor use BS —
MS
Booster| k i
m~=" Optional Accessories ; S\ ]
Power supply E
e figure 1)
A.2 way power splitter B. Microstrip coupling C.Combiner 2. Strong signal situation outside, weak signal situation inside of the building
caused the shielding of buildings. Please install with the optional accessories
by the way as figure 2 shows.
( )
D.QX-001B E.QX-002B F.QX-003B G.QX-004B Indoor antenna Q
ST-XD-2-900/2500V4 ST-XG-9-300/2500VYB ST-XD-3-800/2500VYB-2 ST-XG-9-800/2500V6 ﬂ
Gain 3 dBi Gain 7 dBi(824-960MHz)  Gain 3 dBi Gain 7 dBi(824-960MHz) 5 ﬁ
9 dBi (1710-2500MHz) 9dBi (1710-2500MHz) | |\ lBooster a------d- b= P _ - _ﬁ_ L
________ Booster __ | ﬁ ﬁ
. splitter
O Indoor antenna
[[] Power splitter
D.QX-007B H.QX-001W |.QX-002W fi 2
5-Meter cable ST-TQWTP-13-08V/09V ST-PS-17-900V  824-960MHz \_ Igure 2
(SYWV-50-5) 824~896MHz 890~960MHz ST-PS-20-1500V  1.4-1.6GHz
Gain 13dBi ST-PS-22-1800V  1.71-1.9GHz
Note: Choose to buy low-waste cable and high gain indoor antenna to strengthen
the signal.

MOBILE PHONE SIGNAL REPEATER MOBILE PHONE SIGNAL REPEATER 9|







